LINE VOLTAGE
CIRCUIT FEEDING ROOM

N H
* WHEN WIRING FOR 120VAC, CAP OFF ORANGE WIRE
SENSOR SWITCHWH WHEN WIRING FOR 277VAC, CAP OFF BLACK WIRE
EQUALS WIRENUT CONNECTION PP—20 | BK T )
or
MP—20
BL
BK N - BK || WH r5—ove  T———
\_wi \ WH T Bl BK_|, LED DRMVER —
) \ Al J .
RD RD
\ ( bV WU\ BK WH
oy ~/
SENSOR SWITCH N \} \} .
LOW VOLTAGE SENSOR HEAD K
CLASS 2 WRING CLASS 2 WIRING ' ' '
22 AWG STRANDED s 22 A P TO OTHER O—10VDC LED DRIVERS IN ROOM
0 UNE VOLTAGE ~ TO LINE VOLTAGE

5 CONDUCTOR CABLE

B

)

TacTouch TT-L6
Dimming Control

\ /

TacTouch TT-L6

Terminal Block

=1 RD FROM POWER OS AND LOW VOLTAGE SIDE OF POWER PACK
F’\éVR USED IN 3 WAY OR MORE CONFIGURATIONS
A_ ~| USED IN 3 WAY OR MORE CONFIGURATIONS
CO_M'_ BK COMMON FROM OS AND LOW VOLTAGE SIDE OF POWER PACK
0—10V 1@ VT FROM 0—10/DRIVER BALLAST
RLY WH FROM LOW VOLTAGE SIDE OF POWER PACK
WH FROM OS SIGNAL
Osl [
TacTouch Terminal Block
T("Touch TACTOUCH. |ne. 11401 Big Canoe
Intuitive Push Bution Control ) ¢ \JGSper, GA 30143
Title Block:

WIRING DIAGRAM FOR TT—L W/ SENSOR SWITCH LOW VOLTAGE
OCCUPANCY SENSOR & POWER PACK

Dwg #: 1.001

Approved by: JB

File Name:
TT—L.DWG

Date: Revision: |Sheet:
04/29/14 0 1 of 1




